
HydraSoy Rejuvenation 
Application Guide
This guide provides a comprehensive checklist for the proper application of HydraSoy 

Rejuvenation products. Follow each step meticulously to ensure optimal results and safety.

Technician Application Checklist

Pre-Inspection (Must Be Completed Before Application)

☐ Inspect the entire roof for active leaks.

☐ Check for soft spots or underlying rot.

☐ Examine decking, fascia, and ridge areas for deterioration.

☐ Reset or replace protruding nails and seal with asphalt caulking.

☐ Reattach loose or lifted shingles.

☐ Identify and replace any missing, severely cracked, or curled shingles.

☐ Document all repairs with photos.

Safety & Site Preparation

☐ Ensure fall protection is in place (harness, anchors, tie-off).

☐ Secure and stabilize ladders.

☐ Use PPE: gloves, eye protection, long sleeves, and a respirator if needed.

☐ Pre-wet landscaping or other areas that may receive overspray.

☐ Cover HVAC intakes.

☐ Check wind (less than 15 mph) and weather conditions.

Mixing the Product

☐ Mix outdoors in a clean container or sprayer.

☐ Use a ratio of 1:4 (HydraSoy concentrate to water).

☐ 1 gallon of concentrate equals 5 gallons of treatment.

☐ Mix thoroughly with a paddle mixer.

☐ Label the sprayer with mix details.

Application Setup



☐ Ensure the backpack or pump sprayer is functioning properly.

☐ Select the fan or cone nozzle.

☐ Set the pressure for an even, non-running coat.

☐ Conduct a test spray.

Application Process

☐ Apply from top down in manageable sections.

☐ Maintain a 25% overlap for even coverage.

☐ Target coverage: 0.25 gallon per 100 sq ft.

☐ Ensure a uniform damp appearance (no puddling).

☐ Avoid spraying directly into gutters.

Dry Time & Weather

☐ Allow 30–60 minutes for absorption.

☐ Light rain is acceptable after 1 hour.

☐ Confirm no heavy rain is forecasted.

☐ Heavy rain is acceptable after 72 hours.

Post-Application

☐ Inspect for missed or thin areas.

☐ Touch up where needed.

☐ Take final photos.

☐ Clean equipment and dispose of rinse water responsibly.

Customer Follow-Up

☐ Explain cure and absorption time.

☐ Review weather precautions.

☐ Summarize repairs and treatment applied.

☐ Provide photos and maintenance notes.

By adhering to this guide, technicians will ensure a high-quality application of HydraSoy 

Rejuvenation products, maintaining both safety and customer satisfaction.


